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CONSTRUCTION DETAILS

A. INSTALL NEW TRAFFIC SIGNAL HEAD AND SIGN ON MAST ARM AND REMOVE
EXISTING TRAFFIC SIGNAL HEAD AND SIGN ON MAST ARM AS NOTED.
USE EXISTING ELECTRICAL CABLE FROM SIGNAL HEAD TO BE REMOVED.

B. REMOVE EXISTING TRAFFIC SIGNAL HEAD AND SIGN ON MAST ARM AS NOTED.

C. ADJUST VIDEO DETECTION CAMERA TO ENSURE PROPER DETECTION

- DUE TO SHIFTING OF TRAVEL LANES. ADJUSTING OF VIDEC DETECTION
CAMERA WILL NOT BE MEASURED AND PAID BUT BE INCIDENTAL TO
FURNISH AND INSTALL VIDEQ TRAFFIC DETECTION SYSTEM.

SPECIAL NOTES:

1. SUFFICIENT LENGTHS OF SPARE CABLE SHALL BE INSTALLED
TO RELOCATED SIGNAL HEADS FOR LATER STAGES.

GENERAL NOTES

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY
AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS
UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE
FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE
TRAFFIC_SIGNAL WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER
IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.

2. REFER TO TRAFFIC CONTROL PLANS AND M.O.T. PAVEMENT MARKING PLANS FOR
ADDITIONAL PAVEMENT MARKING AND SIGNING DETAILS.

3. REMOVE AND DISPOSE OF ALL UNUSED S1GNAL CABLE. | ' - |

4. THE SIGNAL CONTRACTOR SHALL DETERMINE IF ANY WORK BY OTHER CONTRACTORS CAN N | . GE III - TSP
NOT BE COMPLETED UNTIL INSTALLATION OF SIGNAL EQUIPMENT IS COMPLETE. THE | - | STA -3
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